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Single-row, high-current male header, for side-by-

side mounting without sacrificing any poles, or with
patented flange for fast locking without tools. Maximum
connection and operating reliability thanks to a mating
profile that prevents incorrect connection, with unique
coding diversity and additional fastening in the flange. 3.5
mm pin length is optimised for wave soldering, plug-in
direction 90° to solder pins.
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[7EN PCB &, 1&EEE, MEIHE, A=, THT 184
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iTHS 2580430000

ESid) SU 10.16HP/04/90MF4 3.5AG BK BX

GTIN (EAN) 4050118589382

#Hs 36 items

F=RBUE IEC: 1000V / 78.3 A
UL: 300V /60 A
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#E 17.89¢g
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RoHS EAURS

A, Tk

REACH SVHC A 0.1 wit% HIEEXFEMIR (SVHC)
R AE
AR OMNIMATE E3jE - BU/SU 10.16HP %51
B WREEE
RIRTEENRIZ 8RR THT (242542
iE]EE P (B4 : mm) 10.16 mm
g5 P (84 : inch) 0.400"
HekAm 90°
[ElEgER 4
SEIRE/ESE 3
IERIHEEE (1) 3.5 mm
BHEKENE +0.1/-0.3 mm
(E5H A 1.2x 1.1 mm
124+ #14& = d tolerance +0.1/-0.1 mm
121ELER (D) 1.6 mm
IREILERAE (D) +0.1 mm
L1 (mm) 40.64 mm
L1 (inch) 1.600"
T HE 2
PR fRIP (JZFEDIN VDE57106) BARNFIERLERF
FaftER{Rim (3%ZBEDIN VDE 0470) IP 20 E#EAN
BERME 2.00 mQ
DESE =
FEARE xR BB, ENRILEERIR
ERER EE =N 1.44 mm
=N 1.76 mm
HEN®E =/ 0.25 Nm
&KX 0.3 Nm
HEFIRET S su10.16
BFSC P 35X
14
EE =/ 2.88 mm
=K 3.562 mm
HENE /0 0.2 Nm
BX 0.25 Nm
HEEFIRET #BES SU10.16
BFSC P 35X
14
EE &/ 1.44 mm
O 3.52 mm
HENE =2\ 0.8 Nm
=K 0.9 Nm
HEEFIRET EHE  sU10.16
BFSC S
35X12
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EIEE

PIEEE PBT GF BEgmg 2E

tb sk (#B4E0) RAL 9011 piite Y SEAE| lla

ALt ERRIEE (CTI) =200 Moisture Level (MSL)

FEMREFLRTTA UL 94 V-0 fi At HE®

EEHERE IR IR EENIEREN 23 um Ag

kiR B R 23 um Ag RIEFERRE. -40°C

RaEBERE 70°C RIERIERE -50 °C

RaRERE 120°C RNRERE -25°C

BRALEERETTHE 120°C

ERIRTTS CSA infE

ENERRE (EFA4H B / CSA) 300V ENE [T (EF4H C / CSA) 300V

ENE L (EFA4E D / CSA) 600V ENTEERIA (EFA4E B / CSA) 60 A

ENE IR (EF4H C / CSA) 60 A $M%E B (EFA4E D / CSA) 5A

IMELIER/FS UL 1059 iRt

FAEBE (A4 B / UL 1059) 300V FEBE (fEFA4H C / UL 1059) 300V

ENREFEE (EF4E D / UL 1059) 600 V Fi%E BT (fEF4E B / UL 1059) 60 A

ENRE FEIA (fEFA4E C / UL 1059) 60 A FA%E B3R (EF4E D / UL 1059) 5A

&/\EHIEE 10.56 mm B/\BEER 8.9 mm

a%

[2E3 et VPE KE 355.00 mm

VPE B 135.00 mm VPE S E 45.00 mm

MELIEFS IEC FRfE

RIS TR IEC 60664-1, [EC 61984 HERR, S/EEE (Tu=20C) 78.3 A

EERR, SAEIREE (Tu=20°C) 679A BEBR, SN\EIREE (Tu=40°C) 706 A

EEBR, SAEIREE (Tu=40°C) 61.3A BEREE (IBREFRI/SEEH2) 1000V

MEBEE (FEEFRI/SSERELR2) 1000V BEREE (TBRESERI/GGEER3) 690V

MEREBEE SEERI/SERER2) 6KV BEAEBEE (SEFRI/GEER2) 8kV

MEAREBRE SEFERI/GGERERI) 8KV BT ERR 3x1s, 1000A

=N (2 EE 10.5 mm =/NBSERKR 8.9 mm

EEIESEmM

IPC FRERIFE M et  ZTERIREEMATTANER TR, £FNRM, B PmENRE, IR
SRR IPC-A-610 "&£k 27, E s ¥ r=maasF £ ok m] LU B R i# 1T,

#* Additional variants on request

Rated current related to rated cross-section & min. No. of poles.

P on drawing = pitch

Rated data refer only to the component itself. Clearance and creepage distances to other
components are to be designed in accordance with the relevant application standards.
For all applications with flange we recommend to fix the pin header with the help of the
soldering flange or a self-tapping screw on the board.

In accordance with IEC 61984, OMNIMATE-connectors are connectors without breaking
capacity (COC). During designated use, connectors are not allowed to be engaged or
disengaged when live or under load

Long term storage of the product with average temperature of 50 °C and maximum humidity
70%, 36 months
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ETIM 6.0 EC002637 ETIM 7.0 EC002637
ETIM 8.0 EC002637 ETIM 9.0 EC002637
ETIM 10.0 EC002637 ECLASS 9.0 27-44-04-02
ECLASS 9.1 27-44-04-02 ECLASS 10.0 27-44-04-02
ECLASS 11.0 27-46-02-01 ECLASS 12.0 27-46-02-01
ECLASS 13.0 27-46-02-01 ECLASS 14.0 27-46-02-01
ECLASS 15.0 27-46-02-01
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