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el PB-LINK 160 100/02RF AG BK BX
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R IEC: 1000V / 160 A
UL: 750V / 160 A
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REACH SVHC A 0.1 wit% HIEEXFEMIR (SVHC)
REHINE
iBgE P (Bf : mm) 42.50 mm jBlE P (A4 : inch) 1.670"
[E1EEE 2 L1 (mm) 100.00 mm
L1 (inch) 3.937" B 1
FifiERfRIP (JZHEDIN VDE 0470) IP 20 BN BEFER IP20
EEEME 5 mQ BRI 25
&R / B, &K 90 N b1/ BB, &K 50 N
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B®EME PA GF = 26
A =EZCEIN) RAL 9011 ALEZ g rp S Eic] I
tELLREBAREIES (CTI) 2400 Moisture Level (MSL)
PEMAEFLR TS UL 94 V-0 fib=maEl HEE
EEHERE Ag (fR) ELMRBEEN 4.6 um Ag
REREBRE. -40 °C R BURE 70°C
RIRRERE -50 °C ReRIERE 125 °C
RNRERE -20°C RATKEETLE 65 °C
Rated data acc. to UL 508
Rated voltage 750V Rated current 160 A
Creepage distance, min. 11.2 mm Luftstrecke, min 10.1 mm
=k
{2E - VPE KE 261.00 mm
VPE B 157.00 mm VPE SE 79.00 mm
BEHIERS IEC fRfE
R TN IEC 60664-1, IEC 61984 R, S\EIEE (Tu = 20°C) 160 A
SEBR, SAEIKE (Tu=20°C) 160 A EERM, SNEEE (Tu=40°C) 140 A
FEER, SALEE (Tu=40°C) 140 A MEREE (IBRESRI/SERER2) 1000V
MEREE (TBREZRI/SSR%EL2) 1000V HEREE (TBREZRI/STRELR3) 800V
MEREBE (TESEERN/SHRER2) 6KV MERTEE (SEFRI/SEER2) 8kV
MEREBRE TESERI/GGRERI) 8KV BRI B3R 3x1s, 1000A
=N 3:2HE 11.2 mm =/NESEEKR 10.6 mm
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&F ¢ Additional variants on request

IEC-rated current is based on 20 °C ambiente temperature, further values see derating curve
UL508-rated current based on 65 °C ambiente temperature and max. 20 devices

Rated data refer only to the component itself. Clearance and creepage distances to other
components are to be designed in accordance with the relevant application standards.
Further module lengths on request.

In accordance with IEC 61984, OMNIMATE-connectors are connectors without breaking
capacity (COC). During designated use, connectors are not allowed to be engaged or
disengaged when live or under load

Long term storage of the product with average temperature of 50 °C and maximum humidity
70%, 36 months

AE

ETIM 8.0 EC002638 ETIM 9.0 EC002638
ETIM 10.0 EC002638 ECLASS 14.0 27-46-02-02
ECLASS 15.0 27-46-02-02
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