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Single-row, high-performance male header for side-by-
side mounting without sacrificing any poles or with
patented flange for fast fixing without tools. Maximum
connection and operating reliability thanks to a mating
profile that prevents incorrect connection, with unique
coding diversity and additional fastening in the flange. 3.5
mm pin length is optimised for wave soldering, plug-in
direction 270° to solder pins.
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RaEBERE 70°C RIKRIERE -50 °C
RaRERE 120°C RNRERE -25°C
BRALEEETTE 120°C

EEHIERTS CSA INE

ENERBE (EFAYH B / CSA) 300V ENEFBE (EA4H C / CSA) 300V
FEBE (A D / CSA) 600 V EUE IR (EF4H B / CSA) 60 A

EUE IR (EF4H C / CSA) 60 A EE T (€4 D / CSA) 5A
EHHERS UL 1059 fnfE

FEBE (A4 B / UL 1059) 300V FEBE (fEFAH C / UL 1059) 300V
ENREFEE (fEF4E D / UL 1059) 600 V EMTEFEIAT (fEFA4E B / UL 1059) 60 A
ENRE FEIA (EFA4E C / UL 1059) 60 A FA%E BT (EF4E D / UL 1059) 5A

=N (32 H e 10.5 mm R/N\BSERKR 8.9 mm
a%

[2E3 e VPE KE 338.00 mm
VPE BE 130.00 mm VPE BE 44.00 mm
EHIERS IEC R

BUER, SNOEE (Tu=20°C) 783 A BIEER, KB (Tu=20°C) 67.9A
BERR, S/NEREE (Tu=40°C) 70.6 A EIEB, SAEIREE (Tu=40°C) 61.3A

BEREE (IBESFRI/SSREHR2) 1000V BEREE (FIBEZFRI/SREER2) 1000V

BEREE (IBREFRI/FREFRI) 690V BEAHERE (TEFRI/FRER2) 6kV

BEAERE (TEFRI/FREFR2) 8kV gEAERE (TEFRI/FRER3) 8kV

/B EEE 10.5 mm =NEBSER 8.9 mm

EEIREM

IPC FRERIFF &1t et  ZTmEREEMOARTRARER TR, £FRM, MeRERPRENEE, RIPERSTE
R IPC-A-610 "4k 2", EAET X ™= mAVAHI £ 3K PT A E R g1 TITeE,

&x » Additional variants on request

* Rated current related to rated cross-section & min. No. of poles.

* P on drawing = pitch

* Rated data refer only to the component itself. Clearance and creepage distances to other
components are to be designed in accordance with the relevant application standards.

* For all applications with flange we recommend to fix the pin header with the help of the
soldering flange or a self-tapping screw on the board.

* In accordance with IEC 61984, OMNIMATE-connectors are connectors without breaking
capacity (COC). During designated use, connectors are not allowed to be engaged or
disengaged when live or under load

¢ Long term storage of the product with average temperature of 50 °C and maximum humidity
70%, 36 months

533

ETIM 6.0 EC002637 ETIM 7.0 EC002637
ETIM 8.0 EC002637 ETIM 9.0 EC002637
ETIM 10.0 EC002637 ECLASS 9.0 27-44-04-02
ECLASS 9.1 27-44-04-02 ECLASS 10.0 27-44-04-02
ECLASS 11.0 27-46-02-01 ECLASS 12.0 27-46-02-01
ECLASS 13.0 27-46-02-01 ECLASS 14.0 27-46-02-01
ECLASS 15.0 27-46-02-01
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