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MPLIANT

BRAITHEBUE
TS 2645760000
i) CH 5.00/08/90 3.9SN GN BX
GTIN (EAN) 4050118641219
B=E 180 items
FmBuE IEC:630V /15 A
UL: 300V / 15 A
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https://eshop.weidmueller.com/p/CH%205.00/08/90%203.9SN%20GN%20BX
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EHH#t
MAMID AE “
C us
ROHS —
UL File Number Search UL Mk
cURus if PS5 E60693
RHEE
#E 2.88¢g
WREmEM
RoHS &#IRAS &#, ZHIs
REACH SVHC R8T 0.1 wt% IS E XTIV (SVHC)
REHINE
FERAR OMNIMATE {52 - BL/SL it SerE Sl WREE
5.08 7
RREENRILLEIR £ THT 124k jBEE P (84I : mm) 5.00 mm
iagE P (B : inch) 0.197" HEAE 90°
[ElEEER 8 FEIKAIEREE 1
IERHEEE (1) 3.9 mm SRR 1.0x 1.0 mm
IREFLER (D) 1.6 mm L1 (mm) 35.00 mm
L1 (inch) 1.379" B 1
R HEE 1
EIEE
B®EmE PA GF = R
Eb a3k (#8450 RAL 6021 paiite- Lo SEAE| [
Moisture Level (MSL) PRMRZE RS UL 94 V-0
MR mEs iRl HEs
HEHER 5 EHRR T
=REBRE. -40 °C R ERRE 70°C
RIRBRIERE -40°C RaRERE 105 °C
BEHIERTS CSA InfE
ENRE FBIE (fEF34H B / CSA) 300V ENREFRE (fEF4E D / CSA) 300V
ENE B (EFALE B / CSA) 15 A ENTE B (EFZE D / CSA) 10A
EHIBRFS UL 1059 inf
V¥ CURUS cURus iF$5 E60693
ENREEBE (fEF4E B / UL 1059) 300V FAEEE (£ D / UL 1059) 300V
FE BT (EF4E B / UL 1059) 15 A FE BT (EA4E D / UL 1059) 10A
DRI HEARKE, #ESLIA
FE$,
a%
[2E: ] VPE KE 0.00 mm
VPE B 0.00 mm VPE S E 0.00 mm
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https://database.ul.com/cgi-bin/XYV/cgifind/LISEXT/1FRAME/gfilenbr.html
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MEBIEFG IEC thf
R, &/\EEEE (Tu = 20°C) 15 A BEREE (IBESERI/SEEH2) 630V
MEREE (THRESRI/SSRER2) 320V FEBEE (IBEEZFRI/SSEERI) 250V
TERTHBEE (TESFEN/SRER2) 4KV FedEBE (SEEERIN/SGRER2) 4kV
MERTBEE (TEFRIN/SRERI) 4KV
EEITESM
i » Only compatible with OMNIMATE basic products

* P on drawing = pitch

* Rated current related to rated cross-section & min. No. of poles.

* Rated data refer only to the component itself. Clearance and creepage distances to other
components are to be designed in accordance with the relevant application standards.

* In accordance with IEC 61984, OMNIMATE-connectors are connectors without breaking
capacity (COC). During designated use, connectors are not allowed to be engaged or
disengaged when live or under load

* Long term storage of the product with average temperature of 50 °C and maximum humidity
70%, 36 months

Vi

ETIM 8.0 EC002637 ETIM 9.0 EC002637
ETIM 10.0 EC002637 ECLASS 14.0 27-46-02-01
ECLASS 15.0 27-46-02-01
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