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EHH#t
MAMID AE
LISTED KOREANCERT

ROHS —

UL File Number Search UL M3

WS (cULus) E141197

RSHHEE

P 108.5 mm RE (3]T) 4.2716 inch

=E 154 mm =E (&) 6.063 inch

BE 96.4 mm FE (&) 3.7953 inch

BE 1369 g

mE

FEEE -40°C...85 °C TIERE -40°C...75 °C

E 5 % 95% (Toikdss)

HR=maM

RoHS &#IRAS &8, &l

RoHS #A% (4NER/EH) 6c, 7a, 7cl

REACH SVHC Lead 7439-92-1, Lead monoxide 1317-36-8

SCIP 9229992a-00b9-4096-8962-200a7f33e289

EMCIAIE

BEEES & IEC 60068-2-31 ffff  EMC ¥rfE EN 55032, EN 55024,
CISPR 32, FCC Part
15 Subpart B Class A,
IEC 61000-4-2 ESD:
Contact: 4 kV; Air: 8 kV,
IEC 61000-4-3 RS: 80
MHz bis 1 Ghz: 3 V/m, IEC
61000-4-4 EFT : EBjF :
0.5kV ;{55 : 0.5kV, IEC
61000-4-5 Surge: Power:
0,5 kV; Signal: 1 kV, IEC
61000-4-6 CS: 3 Vrms

REh & IEC 60068-2-6 FREE i &4 IEC 60068-2-27 frk

RV UL 61010-1, UL

61010-2-201
MTBF
MTBF (o=t Telcordia SR-332
TierdiEl (B , &IME. 959803 h

RIREM

MACERK/) 8K BEHX 1 Mbit

B IER 4.8 Gbit/s
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Rig
RIRER BE
AR
BUERR EENER TREEH] IEEE 802.3x Ji2#4l
ot IEEE 802.3 for 10BASE-T,
IEEE 802.3u for 1T00BASE-
TX, IEEE 802.3x for flow
control
0O
RJ45 i[O 10/100BaseT(X), HEhiAZE {ES5ft= 24V DC T4 1 A BRAS
BR, £/3NTIRA, B5) BENRY 1 ANk ESM iR
MDI/MDI-X Bz
IROAEEMHE 24x RJ45 LED B8RS RKT: PWR1, PWR2,
Port LED: Link/ACT, FDX
(RJ45 port)
VL
SEEEME &B TEAN DIN %},
BHIPESRK IP30 EE Fast Ethernet
FFx unmanaged
MERMH
RaRERE 75°C
RIRRIERE -40 °C
BE 5 F 95% (FiEss)
RaERERE 85 °C
RREBRE. -40°C
TEER RaER 2000 m
&3F FEULER
=R 6000 m
&F METRRHEME, BN THBPHETHE
TiERAIRRR
HIR
REEBERF 2
HREE 12/24/48 V DC, 2 MNTURBIN i
TEERERP =
i3 et 1 NEREIRG [EIRRIELRIHF
HEBEETE EEE =hiil::)
BE, &) 10.8V
BE, &KX 52.8V
HERE BE 24V
IR 0.39A
a7
ETIM 8.0 EC000734 ETIM 9.0 EC000734
ETIM 10.0 EC000734 ECLASS 14.0 19-17-04-02
ECLASS 15.0 19-17-04-02
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T8-S 1241440000 Kit for 19"-rack mounting
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