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mm?2, 3%

T8 2719380000

&S] BVDF 7.62HP/02/180SF SN BK BX

GTIN (EAN) 4050118815917

#Hs 30 items

= RBUR IEC: 600V /46 A / 0.5- 10 mm?2
UL: 600V / 35 A / AWG 24 - AWG 8
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EHH#t
MAMID IAE “

M Us
ROHS —%
UL File Number Search UL Mk
cURus if PS5 E60693
RHEE
R 42.55 mm RE (3R) 1.6752 inch
=2E 35.05 mm 2 (3=~) 1.3799 inch
BE 33.02 mm BE (&) 1.3 inch
FE 2597¢g
HR=maM
RoHS &#RA &8, ZHI5h
REACH SVHC A 0.1 wt% HIEEXFEMIR (SVHC)
RBsH
AR OMNIMATE B - BV/SV 7.62HP 23l
BXigRR Minigk
SREEAN PUSH IN &#1T 58, 38 F Bx iz
[BEE P (A4 : mm) 7.62 mm
B8 P (84 : inch) 0.300"
BEHELAME 180°
[ElE&ER 2
L1 (mm) 7.62 mm
L1 (inch) 0.300"
B 2
HREHHER 1
MR {RIP (#%BEDIN VDE5S7106) FEZLFRP
BiftEa{RiP (#ZEEDIN VDE 0470) IP 20
PP ELR IP20
BERME 4.50 mQ
BEC) g
HLKE 12 mm
RIZKENE =/ -1mm

=N 1 mm

BETE=Z s/ NMAE 0.3 Nm
BELE=ZRKHEE 0.5 Nm
BMiEZTIOR 0.6x3.5
FRIORER 25
RN / B, &K 12N
b1/ BIEE, &K 12N
EIEE
B®EME PA GF = 2E
Eb a3 (48450 RAL 9011 HiZ A RIA I
AL EREIEE (CTI) =600 Moisture Level (MSL)
PEMAE LR 7T & UL 94 V-0 i ArEl HEe
EHER 5 BEEENEREN 1..3umNi/ 4..10 ym Sn
REERRE. -40 °C RETHRE 70°C
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RIGRIERE -50°C EaRERE 120°C
ERS%
EEGE, &/ 0.5 mmz2
EEGE, &K 10 mm?2
S4s/NEEER AWG AWG 24
S&sKEEER AWG AWG 8
BN, &/IME HO5(07)V-U 0.5 mm?
BRREHK, &A{EHO05(07)V-U 10 mm?2
ZRESL, &/IME HO7V-R 1.5 mm?2
ZRESL, &AEHO7V-R 6 mm?
RE4%, &/\EEER HO5(07) V-K 0.5 mm?
RE4%, SXEEER HO5(07) V-K 10 mm?2
B NEEER FIBEERIHXL(DIN 46 0.5 mm?
228/4)
%*T‘T'#%"ébuﬁ% DIN 46228 &35} 1, 0.5 mm?
=/
SXEEEDR B, FFSDIN46 6 mm?
228/ 1
A EESL% ELEE AR FRFR 0.5 mm2
Bk RIELKE | ¥R 14 mm
BENE R HO0,5/12 OR
SEE @R FRFR 0.75 mm?
BRiAK REKE | R 14 mm
EENEREK HO0,75/18 W
SEE §ER AR 1 mm?2
Ekimk REKE | #RFR 15 mm
EENERR H1,0/18 GE
BEEEEER FRFR 1.5 mm?
BRIk REKE | #RFR 12 mm
EERE RS H1,5/12
RIEKE | #RER 15 mm
HENERIRL H1,5/18D SW
BEEE HER WrFR 2.5 mm?
Bk REKE | #RER 12 mm
EENEREK H2,5/12
L KE | FTRR 14 mm
BENERE H2,5/19D BL
S4EE HERR FRFR 4 mm?2
Bk RIELKE | ¥R 12 mm
EENERE H4,0/12
HEKE E= 14 mm
EENERERK H4,0/20D GR
SEE §ER FRFR 6 mm?2
Bk RIEKE | ¥R 12 mm
EENERR H6.0/12
REKE | ¥RER 14 mm
HENERIRK H6,0/20 SW
B4EE §ER WRFR 10 mm?2
SEYKR BRERRIMERNATFTEE (P), IR~ SRIITE BEEFERHLNKE.
MELIERFES UL 1059 iRt
V¥ CURUS cURus iFH= E60693
EUEREE (E/F4E B / UL 1059) 600V EUERIE (£/4E C / UL 1059) 600 V
RE BT (BEF4E D / UL 1059) 600V EUERET (EF4E B / UL 1059) 35 A
FRE B (EA4E C / UL 1059) 35 A FE B (EA4E D / UL 1059) 35 A
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https://eshop.weidmueller.com/p/0409500000
https://eshop.weidmueller.com/p/9025910000
https://eshop.weidmueller.com/p/9025930000
https://eshop.weidmueller.com/p/9004060000
https://eshop.weidmueller.com/p/9019140000
https://eshop.weidmueller.com/p/0186100000
https://eshop.weidmueller.com/p/9019170000
https://eshop.weidmueller.com/p/0244100000
https://eshop.weidmueller.com/p/9019200000
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BLE/\EEER, AWG AWG 24 BERRKEE@IR, AWG AWG 8
DRI M ARKE, #FESHIA
EIEH,
ak
{2E 2K VPE KE 355.00 mm
VPE BE 139.00 mm VPE SE 62.00 mm
R
M AR IR BT A L3 IEC 61984 section 7.3.2 / 10.08 Taking pattern
from IEC 60068-2-70 / 12.95
M=k E =i, KBUER, iOEE, mAM
Fh 215
Mz ATk X HER L3 DIN EN 60999-1 &% 7 #1 9.1 / 12.00, DIN EN
60947-1 &% 8.2.4.5.1 / 04.08
SRER SHLBNSLEH@EIR HO5V-U0.5
SHLBNSLEHEIR HO5V-K0.5
SHLBNSLEER HO7V-K6
SHLBNSLEER HO7V-K10
SAHENSLEER AWG 24/1
SEEBNSLEER AWG 24/19
SEENSLEER AWG 8/19
F £
SEBRIFFIEIMATIMNT ot IEC 60999-1 &¥1 9.4/ 11.99
£ 0.2 kg
BaLER EALABNSLEEI] AWG 24/1
SHELDNSLEER AWG 24/19
Fin £
P 0.3 kg
BRLR SALBNSLEH@EIR HO5V-U0.5
EALBNSLEH@EIR HO5V-K0.5
FiN £
EX 1.4 kg
SEHR | SEERMSLEER HO7VK6
FMn £
EP 2.0 kg
B4R SHEBNSLEEHER HO7V-U10
SHEBNSLEHER AWG8/19
Fh £i5
Far ot IEC 60999-1 &1 9.5/ 11.99
B 210N
SRR SELABNSLEE] AWG 24/1
SFERNSKE@R AWG 24/19
Fi £
K 220N
BRLR EALBNSLEH@EI HO5V-U0.5
EALBNSLE@EI HO5V-K0.5
PN £
P >80 N
SEEHR | SEERMSLEEER HO7VK6
Fin £
EX > 90N
SRER SHLBNSLHER HO7V-K10
SHLBNSLHER AWG8/19
N &
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BIESIERS IEC fRf
RIBATEF TN IEC 60664-1, IEC 61984 EERR, SNEIEE (Tu=20°C) 46 A
ENE AR, SRAEIEEE (Tu=20°C) 42 A ENERAR, S/\EIEEE (Tu=40°C) 41A

EERR, SAMEH (Tu=40°C) 375 A TEHREE (SHRESRI/SSEER2) 600V

MEREE (TEREZERI/SSHRER2) 600V FEBEE (IBEZFRI/SSEERI) 600V

TMEAEHEE (SESERN/FERER2) 4kV WMEATHEE (TEFRIN/SRER2) 6KV

FEAEHEE (SEFERI/SSEERI) 6kV R A I EB SR 3x1s, 400A

/R EEE 11.03 mm B/hBSsER 10.36 mm

BEEIREmM

IPC fERIRF &1 T  ZmERBEEMMATMIER TR, £0RM, FoBERDRRRHE, RINtERE
R IPC-A-610 “%4% 27, E A% = RAVAFI E KT AN F R TIE:,

=i « Additional variants on request

* Wire end ferrule with plastic collar to DIN 46228/4

* Wire end ferrule without plastic collar to DIN 46228/1

* P on drawing = pitch

* Rated data refer only to the component itself. Clearance and creepage distances to other
components are to be designed in accordance with the relevant application standards.

* In accordance with IEC 61984, OMNIMATE-connectors are connectors without breaking
capacity (COC). During designated use, connectors are not allowed to be engaged or
disengaged when live or under load

* Long term storage of the product with average temperature of 50 °C and maximum humidity
70%, 36 months

533

ETIM 6.0 EC002638 ETIM 7.0 EC002638
ETIM 8.0 EC002638 ETIM 9.0 EC002638
ETIM 10.0 EC002638 ECLASS 9.0 27-44-03-09
ECLASS 9.1 27-44-03-09 ECLASS 10.0 27-44-03-09
ECLASS 11.0 27-46-02-02 ECLASS 12.0 27-46-02-02
ECLASS 13.0 27-46-02-02 ECLASS 14.0 27-46-02-02
ECLASS 15.0 27-46-02-02
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B4
FoEE Dimensional drawing
A A
ajafeja
O [0 [0 |0
0D (0 |D |D
E 0 |0 |O
raEzEM
MURE L it
BVDF 7.62HP/../180 - SV 7.62HP/../90
= 60
B
e = 6.0 mm? (HO7V-K6 / IEC 60947-7-1)
10 20 30 40 50 60 70 80 90 100 110 120 130
ambient temperature T [°C]
=mits mmits
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SV 7.62HP 180SF SN

T,

Single-row, high-performance male header for side-by-
side mounting without sacrificing any poles or with
patented flange for fast fixing without tools. Maximum
connection and operating reliability thanks to a mating
profile that prevents incorrect connection, with unique
coding diversity and additional fastening in the flange. 3.5
mm pin length is optimised for lead-free wave soldering.

BTG EE

ESid) SV 7.62HP/02/180SF 3.5S... ARA

T8RS 1930820000 PCB E{G#F, {BEE, $25T/-FAZUEZ, THT I2IEEB4E, 7.62 mm, B8
GTIN (EAN) 4032248580798 2,180°, 1RHHKEE (1): 3.6 mm, S, BE. &%

= 60 ST

SV 7.62HP 270SF SN

‘

Single-row, high-current and high-performance male
headers for side-by-side mounting without sacrificing any
poles or with flange for fast fixing without tools.
Maximum connection and operating reliability thanks to a
mating profile that prevents incorrect connection, unique
coding diversity and additional fastening in the flange.

BRATTEEE

ESid) SV 7.62HP/02/270SF 3.5S... KRA

TS 1931480000 PCB $EE M, HEEE, 125/ R AAZ, THT IRIZEXE, 7.62 mm, [EEREC
GTIN (EAN) 4032248581511 2,270°, IBEMHKEE (1): 3.5 mm, %, BE &%

BE 60 ST

SV 7.62HP 90SF SN

Single-row, high-current and high-performance male

headers for side-by-side mounting without sacrificing any
poles or with flange for fast fixing without tools.
Maximum connection and operating reliability thanks to a
mating profile that prevents incorrect connection, unique
coding diversity and additional fastening in the flange.

BATTERYE

E:Sid) SV 7.62HP/02/90SF 3.5SN... RRA

IS 1930490000 PCB M, HBEE, 984T/ FAZUEZ, THT JZHEEE, 7.62 mm, B8k

GTIN (EAN) 4032248580460 2, 90°, ZMHKE (I): 3.6 mm, 55, B, 2K

HE 60 ST

4mH&IEHA 10.11.2025 12:08:04 MEZ

BB/ BR


https://eshop.weidmueller.com/p/1930820000
https://eshop.weidmueller.com/p/1931480000
https://eshop.weidmueller.com/p/1930490000
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SV-SMT 7.62HP 270SF BX

g

OMNIMATE Power BV / SV 7.62HP - 28 kVA-BEE 4R
SEEEE TR

BFESENS, AHENES !

OMNIMATE Power BV / SV 7.62HP Jj 4R B JREX 128
7, CARPGRNEEEN, HEeNmBHENUREK
ARSI ESEE - HP R5IPESIERE™ M. HP R~
SR - BIFE © FIARSIA 60°C LB, TR,
BT UL tfERg 600-V INE, WURAFFERAES IEC
61800-5-1 f 400 V-TN &%; (+ 3.0 mm) {RLE L AIfIE

Z2,
WA EE
ESid) SV-SMT 7.62HP/02/270SF ... KR
iT53 5 2499940000 PCB R, HREE, 1841552, THT/THR (&ZEE, 7.62 mm, BIEEEL 2,
GTIN (EAN) 4050118513363 270°, IBRMHEEE (1): 2.6 mm, 845, B, &%
HE 60 ST
£l SV-SMT 7.62HP/02/270SF ... HKRA
T8RS 2498890000 PCB $EH#E, $HEE, 184542, THT/THR R84, 7.62 mm, BIEE: 2,
GTIN (EAN) 4050118512021 270°, 1BMHKEE (1): 3.6 mm, $E45, B, &%
HE 50 ST
SV-SMT 7.62HP 90SF BX

=2

OMNIMATE Power BV / SV 7.62HP - 28 kVA-I4REZ LR
SEEEHIAE

fgFREElZ, AHENUS :

OMNIMATE Power BV / SV 7.62HP H 4R EEHESR 2
%, CERRENEEEN. HenntBEELUREX
FMEFOMMEEEIEERE : HP &IPS EEE M. HP RR
SHE - B3F © AIAT SR 50°C BN, TR,
B UL FfERY 600-V IAE, URARTEMNAIES IEC
61800-5-1 B 400 V-TN &% (+ 3.0 mm) 12 EZRfhE

ZE,
WBRATTEIEE
2R SV-SMT 7.62HP/02/90SF 2... hRA&
iT55S 2499600000 PCB &4, fREE, $84T55 2, THT/THR {242B4E, 7.62 mm, BIFREL: 2,
GTIN (EAN) 4050118513011 90°, JZMHEEE (1): 2.6 mm, 845, B, &%
HE 60 ST
ESidl SV-SMT 7.62HP/02/90SF 3... KRA
TS 2498460000 PCB &4, 1REE, 884552, THT/THR {24ZB4E, 7.62 mm, EIFREL: 2,
GTIN (EAN) 4050118511680 90°, JZMIKEE (1): 3.6 mm, 45, BE. &K
= 50 ST
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https://eshop.weidmueller.com/p/2499940000
https://eshop.weidmueller.com/p/2498890000
https://eshop.weidmueller.com/p/2499600000
https://eshop.weidmueller.com/p/2498460000
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SVF 7.62HP/180SF

180° inverted pin header with PUSH IN connection
technology for field wiring in 6mm?2 in a 7.62 pitch, as a
“three-flange variant” for enclosure feed-through. Suitable
for enclosures with a max. wall thickness of 2mm. Also
perfect as a touch-safe solution for reverse voltages.
Meets the requirements of UL1059 600 V Class C and

IEC 61800-5-1.
BTG EE
ESidl SVF 7.62HP/02/180SF SN ...  ARA
= 1060950000 PCB i, k@)%, 7.62 mm, [EEEH: 2, 180°, PUSH IN REH{T
GTIN (EAN) 4032248810772 8, MR B EREEE, &K 10mm2 2R
= 50 ST

SVZ 7.62HP 180SF SN

High-performance male header with the proven, 100%
maintenance-free Weidmiiller steel clamping yoke. Side-
by-side mounting without sacrificing any poles or with
patented multifunction flange for secure, fast fixing
without tools. Maximum connection and operating
reliability thanks to a mating profile that prevents
incorrect connection, unique coding diversity, incorrect
wiring protection. Suitable for labelling.

BRATTEEE

ESidl SVZ 7.62HP/02/180SF SN ... KRA

iT5 5 1931960000 PCB &M, REHEX, 7.62 mm, [BIBEE: 2, 180°, ELLIERAEE, EH50
GTIN (EAN) 4032248581979 B, SK:6mm? &

BE 100 ST

SVZ 7.62HP 180SFI SN

High-performance male header with the proven, 100%
maintenance-free Weidmiiller steel clamping yoke. Side-
by-side mounting without sacrificing any poles or with
patented multifunction flange for secure, fast fixing
without tools. Maximum connection and operating
reliability thanks to a mating profile that prevents
incorrect connection, unique coding diversity, incorrect
wiring protection. Suitable for labelling.

BRATTEEIE

£ SVZ 7.62HP/02/180SFISN... KRA

iT5 5 1932180000 PCB &M, REHEX, 7.62 mm, [BIBEE: 2, 180°, ELLIERLE, EH50
GTIN (EAN) 4032248582297 B, &K:6mm2 &%

= 100 ST
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https://eshop.weidmueller.com/p/1060950000
https://eshop.weidmueller.com/p/1931960000
https://eshop.weidmueller.com/p/1932180000

