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Klippon® Connect 产品组合的全套附件可完美匹配每一个
细节。这有利于安装，同时遵守所要求的规范

通用订货数据

 
版本 用于端子的端板, 蓝色, 高度: 95.5 mm, 宽度: 2 mm,

V-0, Wemid, 可卡装: 是
订货号 2894250000
类型 WEP 2T 4 BL
GTIN (EAN) 4064675885238
数量 20 items
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审批
 
ROHS 一致
 

尺寸和重量
 
深 65 mm 深度 (英寸) 2.5591 inch
高度 95.5 mm 高度 (英寸) 3.7598 inch
宽度 2 mm 宽度 (英寸) 0.0787 inch
净重 5.06 g
 

温度
 
最小持续工作温度 -60 °C 最大持续工作温度 130 °C
 

环保产品合规
 
RoHS 合规状态 合规，无例外
REACH SVHC 不超过 0.1 wt% 的高度关注物质 (SVHC)
 

其它技术参数
 
可卡装 是
 

材料参数
 
基础材料 Wemid 颜色编码 蓝色
阻燃等级符合 UL 94 V-0
 

分类
 
ETIM 8.0 EC000886 ETIM 9.0 EC000886
ETIM 10.0 EC000886 ECLASS 14.0 27-25-03-01
ECLASS 15.0 27-25-03-01
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MultiFit

MultiMark MultiFit
用于竞争对手的联接器。
弹性表面层令安装更为简便。
特制材料允许条带的拉伸，适应轻微的空间偏差，尤其是
在使用较长的接线端子时。
采用 300 dpi 打印分辨率，标记文字清晰可辨。MultiMark
的优势
• 与魏德米勒模块式接线端子兼容
• 安装牢固，印迹常保清晰
• 带状连续标签节省安装时间
• 得益于创新的复合材料，易于安装
• 标签区域大，优化清晰度
• 独立于生产厂家，因此具备高度的灵活性
• Firm hold and durable printing
• Continuous strips save installation time
• Easy mounting thanks to an innovative composite
material
• Large label field for optimal legibility
• High flexibility thanks to manufacturer independence
] • Firm hold and durable printing
• Continuous strips save installation time
• Easy mounting thanks to an innovative composite
material
• Large label field for optimal legibility
• High flexibility thanks to manufacturer independence

通用订货数据
类型 EL KSM 10.6 MM WS 30M 版本
订货号 2799270000
GTIN (EAN) 4064675261032
数量 1 ST

端子标记, 10.6 x 5 mm, 白色
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