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K¥izové propojeni zasuvek v ramci D-SERIES CRI.

* Verze s Cervenym a modrym plastem pro kédovani
potencialu

Verze pro zasuvky PUSH IN:

¢ Propojeni 8 pinl pro A1 a A2 civky

¢ Dvoupdlova propojka pro pfipojeni k sousednim zasuv-
kédm

¢ Dvoupdlova propojka pro pfipojeni vystupnich kanald v
rdmci jedné zasuvky

Verze pro Sroubovaci zasuvky:

* Kfizové propojeni s 8 piny pro zapojeni do sousednich
zasuvek

Vseobecné objednaci udaje

Verze CUBESERIES, Propojovaci pfipojeni
Cislo objednavky 3053260000

Typ CXX JMP 2P BL

GTIN (EAN) 4099987023085

Mnozstvi 30 items

Creation date 06.01.2026 11:39:33 MEZ
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Osvédcéeni

ROHS Shoda

Rozmeéry a hmotnosti

Cista hmotnost 0.6g

Teploty

Skladovaci teplota

Provozni teplota

Shoda produktu s prostiedim

Stav souladu se smérnici RoHS V souladu bez vyjimky

REACH SVHC Ne SVHC nad 0,1 wt%

Udaje o propojeni

Izolace Ano Dotykovéa ochrana Ano
Barevny Modra Pocet propojenych svorkovnic 2
Pocet pola 2 Typ montaze Zapojeno
Verze pro patice CUBESERIES

s pripojenim PUSH IN
Obecné udaje
Verze pro patice CUBESERIES Barevny Modra

s pripojenim PUSH IN
Klasifikace
ETIM 8.0 EC002586 ETIM 9.0 EC002586
ETIM 10.0 EC002586 ECLASS 14.0 27-37-16-92
ECLASS 15.0 27-37-16-92
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Miscellaneous

Type code CUBESERIES accessories versions

H N N

Product family Cross connection plastic color
C  CUBESERIES BL  Blue plastic insulation
Product type GY Grey pias?ic. insula?inn
X Accessories RD  Red plastic insulation
Accessory for which . .
relay desing Additional function /
|l i number of poles

Wi P Plastic retaining clip

M Multiple Pinning M Metal retaining clip for
X Universal use CRM relays

HM Metal retaining clip for
Function CRI relays with test button
CLIP  Retaining clip LM Metal retaining clip for
JMP  Jumper CRI relays without test button
CCP  Cross connection 2P 2-pole cross connection

for PUSH IN socket / jumper

BP  6-pole cross connection

CCS Cross connection )
8P  8-pole cross connection

for screw socket
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