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Product image

  

Weidmüller's range of products includes end brackets
that guarantee a permanent, reliable mounting on the
terminal rail and prevent sliding. Versions with and with-
out screws are available. The end brackets include mark-
ing options, also for group markers, and also a test plug
holder.

General ordering data

 
Version End bracket, black, TS 32, V-0, Width: 7.5 mm,

160 °C
Order No. 0693060000
Type EWK 1 PPS/SW
GTIN (EAN) 4008190071806
Qty. 50 items
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Approvals
 
ROHS Conform
 

Dimensions and weights
 
Depth 31 mm Depth (inches) 1.2205 inch
Height 27 mm Height (inches) 1.063 inch
Width 7.5 mm Width (inches) 0.2953 inch
Net weight 7.3 g
 

Temperatures
 
Storage temperature -25 °C...55 °C Continuous operating temp., min. -60 °C
Continuous operating temp., max. 160 °C
 

Environmental Product Compliance
 
RoHS Compliance Status Compliant without exemption
REACH SVHC No SVHC above 0.1 wt%
 

Material data
 
Colour black UL 94 flammability rating V-0
 

System specifications
 
Version For the terminals Mounting rail TS 32
 

Additional technical data
 
Installation advice Direct mounting Type of mounting when screwed in
Locking for screw fixing
 

Conductors for clamping (rated connection)
 
Tightening torque, max. 1 Nm Tightening torque, min. 0.5 Nm
 

Dimensions
 
TS 32 offset 13.5 mm
 

General
 
Installation advice Direct mounting Mounting rail TS 32
 

Classifications
 
ETIM 6.0 EC001041 ETIM 7.0 EC001041
ETIM 8.0 EC001041 ETIM 9.0 EC001041
ETIM 10.0 EC001041 ECLASS 9.0 27-14-11-35
ECLASS 9.1 27-14-11-35 ECLASS 10.0 27-14-11-35
ECLASS 11.0 27-14-11-35 ECLASS 12.0 27-14-11-35
ECLASS 13.0 27-25-03-02 ECLASS 14.0 27-25-03-02
ECLASS 15.0 27-25-03-02
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ZGB pivotable group tag holder

The ZGB 15 is a hinged group tag carrier. The tag carrier
can hold the dekafix 5, WS 12/5 terminal markers or the
inlay tag ESO 15.
The ZGB 30 is a hinged group tag carrier. The tag carrier
can hold the dekafix 5, WS 12/5 terminal markers or the
inlay tag ESO 7.
Inlay tags and protective strips can be found under
"Accessories".

General ordering data
Type ZGB 15 Version
Order No. 1636530000
GTIN (EAN) 4008190297053
Qty. 20 ST

Terminal markers, Terminal marker, 15 x 7 mm, Pitch in mm (P): 5.00
Weidmueller, white

Type ZGB 30 Version
Order No. 1611930000
GTIN (EAN) 4008190002251
Qty. 20 ST

Terminal markers, Terminal marker, 32 x 7 mm, Pitch in mm (P): 5.00
Weidmueller, white
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