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Bayonet plug-in connectors according to IEC
61076-3-106 ver.1 (EtherNet/IP), plastic, empty housing

General ordering data

Version Empty enclosure, Flange-mounted housing, IP67
Order No. 1016960000

Type IE-BH-VO1P

GTIN (EAN) 4032248738939

Qty. 10 items

Creation date 29.11.2025 03:56:28 MEZ

Catalogue status / Drawings


https://eshop.weidmueller.com/p/1016960000
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Technical data

Approvals
ROHS Conform
Dimensions and weights
Depth 22.8 mm Depth (inches) 0.8976 inch
Height 32 mm Height (inches) 1.2598 inch
Width 32 mm Width (inches) 1.2598 inch
Net weight 1.76 g
Temperatures
Storage temperature Operating temperature -40°C..70°C
Installation temperature
Environmental Product Compliance
RoHS Compliance Status Compliant without exemption
REACH SVHC 6,6'-di-tert-butyl-2,2'-methylenedi-p-cresol 119-47-1
SCIP 11b17e97-£803-4c09-9278-b20f22f15f81
General data
Colour black Housing main material PA UL 94 VO
Protection degree IP67 Plugging cycles 750
Composition Plug housing with

labelling/marking holder:

9*11 mm:; suitable for

holding RJ45 and fibre-

optic inserts
General standards
Connector standard IEC 61076-3-106 Var. 1
Classifications
ETIM 6.0 EC001031 ETIM 7.0 EC001031
ETIM 8.0 EC001031 ETIM 9.0 EC001031
ETIM 10.0 EC001031 ECLASS 9.0 27-18-27-02
ECLASS 9.1 27-18-27-02 ECLASS 10.0 27-18-27-02
ECLASS 11.0 27-18-27-02 ECLASS 12.0 27-18-27-02
ECLASS 13.0 27-19-01-04 ECLASS 14.0 27-19-01-04
ECLASS 15.0 27-19-01-04
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Installation cut-out Detailed drawing

1..3mm

$3.3 (4x)

C__IT _11]

oder / or M3 (4x)

Mounting cut-out: 1. With central screw Wall thickness when using the central screw connection
connection / 2. For mounting with four M3 screws
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