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General ordering data

Version Empty enclosure
Order No. 1058100000
Type |IE-PH-V14M-FO
GTIN (EAN) 4032248799213
Qty. 10 items

Creation date 29.11.2025 02:02:48 MEZ

Catalogue status / Drawings


https://eshop.weidmueller.com/p/1058100000
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Approvals
Approvals

[H us

LISTED

ROHS Conform
UL File Number Search UL Website
Certificate no. (cULus) E316369
Dimensions and weights
Depth 72.45 mm Depth (inches) 2.8524 inch
Height 26.8 mm Height (inches) 1.0551 inch
Width 22.3 mm Width (inches) 0.878 inch
Net weight 56.33 g
Temperatures
Storage temperature Operating temperature -40°C..70°C
Installation temperature
Environmental Product Compliance
RoHS Compliance Status Compliant with exemption
RoHS Exemption (if applicable/known) 6¢
REACH SVHC Lead 7439-92-1
SCIP 4f3aae94-c2bc-4010-b63b-5b114babbd55
General standards
Connector standard IEC61076-3-117 Var. 14 Certificate no. (cULus) E316369
Classifications
ETIM 6.0 EC001031 ETIM 7.0 EC001031
ETIM 8.0 EC001031 ETIM 9.0 EC001031
ETIM 10.0 EC001031 ECLASS 9.0 27-18-27-02
ECLASS 9.1 27-18-27-02 ECLASS 10.0 27-18-27-02
ECLASS 11.0 27-18-27-02 ECLASS 12.0 27-18-27-02
ECLASS 13.0 27-19-01-04 ECLASS 14.0 27-19-01-04
ECLASS 15.0 27-19-01-04
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https://database.ul.com/cgi-bin/XYV/cgifind/LISEXT/1FRAME/gfilenbr.html
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Dimensioned drawing
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