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The comprehensive accessories of the Klippon® Con-
nect portfolio are perfectly matched down to the last
detail. This facilitates mounting while adhering to required
norms

General ordering data

Version Accessories, Busbar
Order No. 1246990000

Type SMSE WSH 135/60 MT
GTIN (EAN) 4050118079319

Qty. 10 items

Creation date 02.12.2025 07:18:42 MEZ

Catalogue status / Drawings


https://eshop.weidmueller.com/p/1246990000
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SMSE WSH 135/60 MIT

Technical data
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Approvals

ROHS Conform

Dimensions and weights

Depth 3 mm Depth (inches) 0.1181 inch
Height 123.5 mm Height (inches) 4.8622 inch
Width 10 mm Width (inches) 0.3937 inch
Net weight 28.749

Temperatures

Storage temperature -25°C..5b5°C Ambient temperature -5°C..40°C
Environmental Product Compliance

RoHS Compliance Status Compliant without exemption

REACH SVHC No SVHC above 0.1 wt%

Material data

Surface finish electropolished Colour grey
System specifications

Version Power supply units

Additional technical data

Explosion-tested version No

General

Surface finish electropolished

Classifications

ETIM 6.0 EC002848 ETIM 7.0 EC002848
ETIM 8.0 EC002848 ETIM 9.0 EC002848
ETIM 10.0 EC002848 ECLASS 9.0 27-14-11-92
ECLASS 9.1 27-14-11-92 ECLASS 10.0 27-14-11-92
ECLASS 11.0 27-14-11-92 ECLASS 12.0 27-14-11-92
ECLASS 13.0 27-14-11-92 ECLASS 14.0 27-14-11-92
ECLASS 15.0 27-14-11-92
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