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Polyester foil for additional protection of surface and
imprint of our device markers, pre-cut based on customer
request.

General ordering data

Version Device markers, Device markers, 297 x 210 mm,
Transparent

Order No. 1689800000

Type VARIOCUT GESCHNITTEN

GTIN (EAN) 4008190861063

Qty. 10 items

Creation date 15.11.2025 08:08:57 MEZ
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Technical data
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Approvals

ROHS Conform

Dimensions and weights

Depth 0.8 mm Depth (inches) 0.0315 inch
Height 297 mm Height (inches) 11.6929 inch
Width 210 mm Width (inches) 8.2677 inch
Net weight 139

Temperatures

Operating temperature range -40...135 °C Installation temperature +5°C

Environmental Product Compliance

RoHS Compliance Status

Compliant without exemption

REACH SVHC

No SVHC above 0.1 wt%

General data

Adhesive Acrylate Version Self-adhesive
Width 210 mm Operating temperature range, max. 135 °C
Operating temperature range, min. -40 °C Colour Transparent
Halogen No Basic material Polyester, PVC-free
Printed characters without Operating temperature range -40...135 °C
Device markers

Halogen No

Classifications

ETIM 6.0 EC001288 ETIM 7.0 EC001288
ETIM 8.0 EC001288 ETIM 9.0 EC001288
ETIM 10.0 EC001288 ECLASS 9.0 27-40-06-29
ECLASS 9.1 27-40-06-29 ECLASS 10.0 27-40-06-29
ECLASS 11.0 27-28-11-04 ECLASS 12.0 27-28-11-04
ECLASS 13.0 27-28-11-04 ECLASS 14.0 27-28-11-04
ECLASS 15.0 27-28-11-04
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