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In contrast to the terminal blocks with integrated dis-
connect lever, our disconnect plugs can be completely
detached or removed from the terminal block and the
respective application and offer a flexible alternative solu-
tion to our standard disconnectors.

General ordering data

Version Disconnect plug (terminal), beige
Order No. 2082450000

Type TST 4 SAKC4

GTIN (EAN) 4008190222604

Qty. 400 items

Creation date 09.12.2025 01:09:20 MEZ

Catalogue status / Drawings


https://eshop.weidmueller.com/p/2082450000

Data sheet

TST 4 SAKC4

Technical data
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Approvals

ROHS Conform

Dimensions and weights

Width 4.95 mm Width (inches) 0.1949 inch
Net weight 3.14 ¢

Temperatures

Storage temperature -25°C...55°C Ambient temperature -5°C...40°C
Environmental Product Compliance

RoHS Compliance Status Compliant with exemption

RoHS Exemption (if applicable/known) 6¢

REACH SVHC Lead 7439-92-1

SCIP 45173¢19-8a33-4947-bc2b-512a20c76dcd

Material data

Colour beige

Additional technical data

Type of fixing when screwed in

Conductors for clamping (rated connection)

Type of connection Plug-in connection

Classifications

ETIM 8.0 EC002018 ETIM 9.0 EC002018
ETIM 10.0 EC002018 ECLASS 14.0 27-25-03-01
ECLASS 15.0 27-25-03-01
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