Data sheet

IE-TMC-PX2

Weidmiiller 3£

Weidmiiller Interface GmbH & Co. KG
Klingenbergstralle 26

D-32758 Detmold

Germany

www.weidmueller.com

Similar to illustration

Weidmuiller offers a wide range of tools and accessories
for sensor-actuator cabling.

General ordering data

Version Tools, Crimping tool insert
Order No. 2696270000

Type IE-TMC-PX2

GTIN (EAN) 4064675015918

Qty. 1 items

Creation date 18.01.2026 03:50:05 MEZ

Catalogue status / Drawings


https://eshop.weidmueller.com/p/2696270000
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Approvals

ROHS Conform

Dimensions and weights

Depth 23.75 mm Depth (inches) 0.935 inch
Length 23.6 mm Length (inches) 0.9291 inch
Net weight 22g

Temperatures

Installation temperature

Environmental Product Compliance

RoHS Compliance Status

Compliant without exemption

REACH SVHC

No SVHC above 0.1 wt%

Technical data

Version For crimping tool, Socket
connector

Description of contact

Type of contact Turned contacts Conductor cross-section, max. AWG AWG 22

Conductor cross-section, min. AWG AWG 26

tool data crimping

Crimping type/profile 4-indent crimp adjustable crimping range AWG AWG 20, AWG 22, AWG
24, AWG 26

Classifications

ETIM 8.0 EC000168 ETIM 9.0 EC000168

ETIM 10.0 EC000168 ECLASS 14.0 21-04-38-11

ECLASS 15.0 21-04-38-11
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Accessories

M12X crimp contacts

Machined precision crimp contacts for M12X

General ordering data

Type |E-PIC-M12X-S-22/26 Version

Order No. 2673440000 Contact, without, Socket connector
GTIN (EAN) 4050118765359

Qty. 100 ST

Creation date 18.01.2026 03:50:05 MEZ
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https://eshop.weidmueller.com/p/2673440000

