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Our flange-mounted housings made of plastic have a
built-in cable gland and a screw interlock. They seal
directly onto the panel wall and can therefore be used
without an attachment housing. The housings are impres-
sive with their low weight and optimal protection against
contamination, water and vibrations.

General ordering data

 
Version HDC enclosures, Installation size: , Protection

degree:
Order No. 2716800000
Type HDC AF SET WM
GTIN (EAN) 4050118803679
Qty. 1 items
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Approvals
 
ROHS Conform
 

Dimensions and weights
 
Net weight 14.35 g
 

Temperatures
 
Ambient temperature -40 °C…125 °C
 

Environmental Product Compliance
 
RoHS Compliance Status Compliant without exemption
REACH SVHC No SVHC above 0.1 wt%
 

General data
 
Material of mounting bracket diecast aluminium
 

Version
 
Top part/bottom part/lid lower part Suitable for ModuPlug® Yes
 

Classifications
 
ETIM 6.0 EC002943 ETIM 7.0 EC002943
ETIM 8.0 EC002943 ETIM 9.0 EC002943
ETIM 10.0 EC002943 ECLASS 9.0 27-44-02-92
ECLASS 9.1 27-44-01-92 ECLASS 10.0 27-44-02-92
ECLASS 11.0 27-44-02-92 ECLASS 12.0 27-44-02-92
ECLASS 13.0 27-44-02-92 ECLASS 14.0 27-44-02-92
ECLASS 15.0 27-44-02-92
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