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Weidmüller offers high-quality cables, plugs, mounting
adapters and magnets for the professional and industrial
installation of vibration monitors.

General ordering data

 
Version Battery, Lithium
Order No. 2757620000
Type US67-BAT-COSL
GTIN (EAN) 4064675018315
Qty. 1 items
Delivery status This article will no longer be available in the future.
Available until 2025-07-30T00:00:00+02:00
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https://eshop.weidmueller.com/p/2757620000
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Approvals
 
ROHS Conform
 

Dimensions and weights
 
Depth 14.7 mm Depth (inches) 0.5787 inch
Height 52.5 mm Height (inches) 2.0669 inch
Width 14.7 mm Width (inches) 0.5787 inch
Width with add-on components 49.7 mm Diameter 14.7 mm
Net weight 21.15 g
 

Temperatures
 
Storage temperature Operating temperature
 

Environmental Product Compliance
 
RoHS Compliance Status Compliant without exemption
REACH SVHC No SVHC above 0.1 wt%
 

General data
 
Is an accessory Yes
 

Communication
 
Version Lithium
 

Power supply
 
Number of battery cells 1 Battery type Lithium
Battery voltage 3.6 V Battery capacity 2.2 Ah
Battery lifetime >2 years depending on the

transmission interval and
the operating temperature

 

Classifications
 
ETIM 8.0 EC000356 ETIM 9.0 EC000356
ETIM 10.0 EC000356 ECLASS 14.0 27-05-04-01
ECLASS 15.0 27-05-04-01
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