Data sheet

MOPL SETBK6 S

Weidmiiller 3£

Weidmiiller Interface GmbH & Co. KG
Klingenbergstralle 26

D-32758 Detmold

Germany

www.weidmueller.com

COMPLIANT

General ordering data

Version Terminal strip, Mounting rail: Mounting plate, Fit to
housing size: K2, KLIPPON K2

Order No. 8000004132

Type MOPL SET BK6 S

GTIN (EAN) 4032248975501

Qty. 1 items

Creation date 15.11.2025 11:58:18 MEZ

Catalogue status / Drawings


https://eshop.weidmueller.com/p/8000004132

MOPL SETBK6 S

Technical data

Weidmiiller 3£

Weidmiiller Interface GmbH & Co. KG
Klingenbergstralle 26

D-32758 Detmold

Germany

www.weidmueller.com

Approvals

ROHS Conform

Dimensions and weights

Depth 20 mm Depth (inches) 0.7874 inch
Height 54 mm Height (inches) 2.126 inch
Width 90 mm Width (inches) 3.5433 inch
Net weight 60g

Temperatures

Continuous operating temp., min. -60 °C Continuous operating temp., max. 130°C

Environmental Product Compliance

RoHS Compliance Status

Compliant without exemption

REACH SVHC

No SVHC above 0.1 wt%

Material data

UL 94 flammability rating V-0, 5VA Basic material Miscellaneous
General data

Colour medium yellow Mounting rail Mounting plate
Colour chart (similar) RAL 1023

Housing properties

Number of poles 6

Housing

Basic material

Miscellaneous

Standard features

Explosion-tested version No Reference product BK 6/E
Classifications

ETIM 6.0 EC001284 ETIM 7.0 EC001284
ETIM 8.0 EC001284 ETIM 9.0 EC001284
ETIM 10.0 EC001284 ECLASS 9.0 27-14-11-06
ECLASS 9.1 27-14-11-06 ECLASS 10.0 27-14-11-06
ECLASS 11.0 27-14-11-06 ECLASS 12.0 27-14-11-06
ECLASS 13.0 27-14-11-06 ECLASS 14.0 27-14-11-06
ECLASS 15.0 27-14-11-06

Creation date 15.11.2025 11:58:18 MEZ

Catalogue status / Drawings


https://eshop.weidmueller.com/p/7906090000
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MOPL SETBK6 S

Accessories

Weidmiiller 3£

Weidmiiller Interface GmbH & Co. KG
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D-32758 Detmold

Germany
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General ordering data

The dekafix (DEK) marker is the universal marker for all

conductor and plug-in connectors as well as for electronic

sub-assemblies. The system is ideal for short number

sequences and covers a large range of ready-printed

markers. Strips for fast installation in one work step. The

printing is easy to read, rich in contrast, and is available in

five widths.

* Large range of ready-to-use markers

e Strips for fast installation

» Terimal markers, suitable for all Weidmidiller cable
connectors

* Available as blank cards, MultiCard or as cards with
standard printing

Type DEK 6 FW 1-50
OrderNo. 0468660001
GTIN (EAN) 4008190170257
Qty. 500 ST

Version

Dekafix, Terminal marker, 5 x 6 mm, Pitch in mm (P): 6.00

Weidmueller, white

Creation date 15.11.2025 11:58:18 MEZ

Catalogue status / Drawings


https://eshop.weidmueller.com/p/0468660001

