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The use of insulated connectors guarantees users a per-
manent and consistent quality for their electrical connec-
tions.

In addition, they bring advantages during installation.

General ordering data

Version cable lug, terminal end,Insulated cable connec-
tor,2.56 mm2,1 mm2- 2.5 mm2,16.75 mm,black

Order No. 9036300000

Type HOOKBLA 1,0-2,5 SW

GTIN (EAN) 4032248175932

Qty. 100 items
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Technical data

Approvals

ROHS Conform

Dimensions and weights

Depth 4.6 mm Depth (inches) 0.1811 inch
Width 27.2 mm Width (inches) 1.0709 inch
Net weight 0.93¢g

Environmental Product Compliance

RoHS Compliance Status Compliant without exemption

REACH SVHC No SVHC above 0.1 wt%

Technical data

Description of article Hook-type cable lug

Connectors

Conductor cross-section, max. 2.5 mm? Conductor cross-section, min. 1 mm?2
Conductor cross-section 2.5 mm? Insulation PVC
Material/plastic PVC Identification colour black
Classifications

ETIM 8.0 EC001059 ETIM 9.0 EC001059
ETIM 10.0 EC001059 ECLASS 14.0 27-40-02-92
ECLASS 15.0 27-40-02-92
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