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MAMIDZARHEEL

[ us
LISTED
ROHS BE
UL File Number Search ULy 789414 b
HERREES (cULus) E230683
TELESE
RS 52 mm BiTE (1>F) 2.0472 inch
=1 202.3 mm =58 (1vF) 7.9646 inch
& 283.1 mm g (1 >F) 11.1456 inch
BE, &) 1 mm BE, &KX 6 mm
ERES 1270 g
mE
RERE -30°C..+70°C BE 95% HEWTSUEE. 40°C
THBERZSE
BRIV TSSA4T7VR
RoHS X ik R (%FRH D)
Eﬁ?@ﬁ%%(%%?é%ﬁﬁﬁw)ethd
[=]
REACH SVHC Lead 7439-92-1, 1, 2-dimethoxyethane; ethylene glycol dimethyl ether (EGDME) 110-71-4
SCIP 84ae9d99-1662-4798-ad33-3fe26637f337
VAFLAT—H
XEY (RAM) 4 GB 19 —T1—R 2x USB 2.0, 2 x Ethernet

10/100/1000 MBit/s
(RJ45)

ARL=—F A VT RT LA

Linux Yocto 4.2

XEY

16 MB

RO VYT T1—R

2x USB 2.0, 2 x Ethernet
10/100/1000 MBit/s
(RJ45)

pA=RAA

NXP® ARM® Cortex™-
A53 i.MX 8M Mini

XEY (75vya)

16 GB

g7~

REEFL

HAAS : IP66, T O—Y v : IP20

ARL—F 1 VTYAT

Linux Yocto 4.2

EEHRAEHE BEER DC
EE. &/ 19.2V
BE. &K 28.8V
BEMHLS 24V DC
HEBE EHEE. A 16.3 W
HBEN. &K 19.9W
LCD &&= MTBF 512a
fam
PEPS 10.1" MREE 1280 x 800
RNATRERE D 16000000 B E 500 cd/m?2
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YYFRIV=Y R BEERE (P-CAP) MERT Tempered glass
ME7 L—L FIVEZU L

ik,

ETIM 8.0 EC001412 ETIM 9.0 EC001412
ETIM 10.0 EC001412 ECLASS 14.0 27-33-02-01
ECLASS 15.0 27-33-02-01
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MaRe (mm) / Dimensions (mm)
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UV66-ADV-7-CAP-W-V2

7

205

146,9

25

UV66-ADV-10-CAP-W-V2

10.1"

283,1

2023

25

UV66-ADV-15-CAP-W-V2

15.6"

4197

25

UV66-ADV-21-CAP-W-V2

21,5"

558,4

349,8

25

~[~[~[~]m

Montageausschnitt / Panel cut-out

LCD

F
(mm)

UVE6-ADV-7-CAP-W-V2

7

1924

(mm)

139

UV66-ADV-10-CAP-W-V2

10.1"

2741

193,3

UV66-ADV-15-CAP-W-V2

15.6"

411,9

261,2

UVé6-ADV-21-CAP-W-V2

21,5"

549,8

3413

alalala

u-view ECO, BASIC and ADVANCED

UV66 - ADV -7 - CAP - W - V2

U-view

IP protection
Front Display size
ADV - true flat glass 4- 43
RES - plastic with alu frame -
h plastic frame 10-10.1*
15-156°

Version
Web-panel
Touch technology

CAP - capacitive multitouch
RES - resitive single-touch
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