Weidmiiller 3t

CH 3.8 1/03/1 80F 3.5SN GN BX Weidmiiller Interface GmbH & Co. KG

Klingenbergstralle 26
D-32758 Detmold
Germany

www.weidmueller.com

-

RoHS

v:omrum

Ut =2 glofe

FEHS 2643240000
=8 CH 3.81/03/180F 3.5SN GN BX
GTIN (EAN) 4050118643732
= 480 items
HE diolH IEC:320V/8A
UL: 300V /8A
o7& HiA

Creation date 25.12.2025 12:48:52 MEZ

Catalogue status / Drawings 1


https://eshop.weidmueller.com/p/CH%203.81/03/180F%203.5SN%20GN%20BX

Weidmiiller 3t

CH 3.8 1/03/1 80F 3.5SN GN BX Weidmiiller Interface GmbH & Co. KG

Klingenbergstralle 26
D-32758 Detmold
Germany

www.weidmueller.com

Technical data

20|

O b

- “
ROHS =5

UL File Number Search UL ZIAIOIE
91F S (cURus) E60693

=zt 1.64¢g

B2 ME 7Y 24

RoHS &4~ AtEHf E, 02 =X

RoHS S H|(GHE =] Lt &afxl HL) B¢

REACH SVHC Lead 7439-92-1

SCIP 2f6e7231-4ad 1-4dcb-8e0f-b 14defbd9d78

NS DALY

HE OMNIMATE A1 - AM EC #M
Al2|= BL/SL 5.08

PCBOf| Zt&t THT 88 &M I| X|(mm)(P) 3.81 mm

I| X|(21 X[)(P) 0.150" et 180°

=5 3 Eg28dEa 1

&4 = Zol() 3.5 mm &0 37| 0.8 x0.8 mm

&0 7 X A(D) 1.3 mm L1(mm) 7.62 mm

L1(2IX]) 0.300" P 1

EA2= 3 1

XIxf ciol&

oAz PA GF #Hy A= CHE M

2] XRIE(SA} RAL 6021 HAM OE I

Moisture Level (MSL) UL94 718N EF V-0

HE 712 ME T2 &2 HEME T2 &2

HE EH FMEZ HY 3 HE

B2 A -40 °C B2z x| 70°C

= 20 A -40°C s 25, & 105 °C

IEC ‘HZr|0|E

A T, = £(Tu=20°C) 8A MR Me) SelA ¥ M/ 29 S 320V

/2

MX| e Sela A Mty 28 S5 160V MK M Sela A Mt/ 28 SF 160V

ny2 /3

MRl Mot SeiA M2 dBA Moty 2.5 kV ME| HeY Selia dA HA Mt/ 2.5 kV

QEEZI/2 QEESZ /2

MA| Mot SeiA H2 dTA Moty 2.5 kV

A S=1/3

CSA0]| 2 dZ of|o|E

M2 MHAIR 11& B/ CSA) 300V 4 MRALE O& B/ CSA) 8A

Creation date 25.12.2025 12:48:52 MEZ

Catalogue status / Drawings 2


https://database.ul.com/cgi-bin/XYV/cgifind/LISEXT/1FRAME/gfilenbr.html

Weidmiiller 3£

CH 3.8 1/03/1 80F 3.5SN GN BX Weidmiiller Interface GmbH & Co. KG

Technical data

Klingenbergstralle 26
D-32758 Detmold
Germany

www.weidmueller.com

UL 10590l I}2 HA o] E

& 3|(cURus) CURUS Q1Z H5(cURus) E60693
24 MHAI2 JE B/ UL 1059) 300V 4 MEBAE JE B/ UL 1059) 8A
SOl &= AME2 Z[CHZL MMEE -

SOIM EX
o7
ol 7| =! "EA VPE Z0| 169.00 mm
VPE Z 136.00 mm VPE &0| 52.00 mm

Only compatible with OMNIMATE basic products

P on drawing = pitch

Rated current related to rated cross-section & min. No. of poles.

Rated data refer only to the component itself. Clearance and creepage distances to other

components are to be designed in accordance with the relevant application standards.

* In accordance with IEC 61984, OMNIMATE-connectors are connectors without breaking
capacity (COC). During designated use, connectors are not allowed to be engaged or
disengaged when live or under load

* Long term storage of the product with average temperature of 50 °C and maximum humidity

70%, 36 months
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ETIM 8.0 EC002637 ETIM 9.0 EC002637
ETIM 10.0 EC002637 ECLASS 14.0 27-46-02-01
ECLASS 15.0 27-46-02-01
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