CIOIE| AlE

CH 5.00/02/90F 3.9SN GN BX

Weidmiiller 3£

Weidmiiller Interface GmbH & Co. KG
Klingenbergstralle 26

D-32758 Detmold

Germany

www.weidmueller.com

Utk =2 ool

b’

RoH

v:ompum

FEHS 2645180000
=8 CH 5.00/02/90F 3.9SN GN BX
GTIN (EAN) 4050118641790
= 360 items
HE diolH IEC:630V /15 A
UL: 300V / 15 A
o7& HiA

=AM =R 09.01.2026 06:04:48 MEZ

FEZO Mef /=H


https://eshop.weidmueller.com/p/CH%205.00/02/90F%203.9SN%20GN%20BX

CIOIE| AlE

CH 5.00/02/90F 3.9SN GN BX

7| o]

Weidmiiller 3£

Weidmiiller Interface GmbH & Co. KG
Klingenbergstralle 26

D-32758 Detmold

Germany

www.weidmueller.com

20|

O b

- N
ROHS F

UL File Number Search UL ZIAIOIE
QIE HE(cURus) E60693
x4 U 5%

=5 152¢g

B2 ME 7Y 24

RoHS &4~ AtEHf

E, 02l EM

RoHS HH|(SHE = 7Lt ¢ F F

6¢

REACH SVHC

Lead 7439-92-1

SCIP

2f5e7231-4ad 1-4dcb-8e0f-b 14defbd9d78

NS DALY

HEZ OMNIMATE Al - AM 8 HE AM
Al2|= BL/SL 5.08

PCBOf| ZH&H THT 23 aM I/ X|(mm)(P) 5.00 mm

o] X|(21X|)(P 0.197" FIEETE] 90°

=5 2 EggdE S 1

&4 = Zol() 3.9 mm &0 37| 1.0x 1.0 mm

&0 7 X A(D) 1.6 mm L1(mm) 5.00 mm

L1(2IX]) 0.197" P 1

EA2= 3 1

XIxf ciol&

HA PA GF Ay A= EHEM

2] XRIE(SA} RAL 6021 HAM OE I

Moisture Level (MSL) UL94 718N EF V-0

HE 712 ME T2 &2 HEME T2 &2

HeE EH FMEF HY 3 HE

B2 A -40 °C B2z x| 70°C

= 20 A -40°C s 25, & 105 °C

IEC HZ|0|E{

A ®MF, 2 £(Tu=20°C) 15 A MX| Het ZeHA B MY/ 2 S5 630V

/2

MX| Mg Selia A Mty 28 S5 320V MR Mt ZefA Hel /¥ S8 250V

ny2 /3

MX| E%F%EHA A UGA Met/ 4 kV ME| HeY Selia dA HA Mt/ 4 kV

QEEZI/2 QEESZ /2

MX| H°* SeiA dA JEA / 4 kV

LA EZ1/3

CSA0]| 2 dZ of|o|E

X274 MeHAIR & B/ CSA) 300V A HHAHE & D/ CSA) 300V

HZH MB(AI2 1& B/ CSA) 15 A M7 MEA2 JE D/ CSA) 10A



https://database.ul.com/cgi-bin/XYV/cgifind/LISEXT/1FRAME/gfilenbr.html

CIOIE| AlE

Weidmiiller 3£

CH 5.00/02/90F 3.9SN GN BX Weidmiiller Interface GmbH & Co. KG

71& HlolE

Klingenbergstralle 26
D-32758 Detmold
Germany

www.weidmueller.com

UL 10590l I}2 HA o] E

& 3|(cURus) CURUS Q1Z H5(cURus) E60693
Xz MeHAIR 112 B/ UL 1059) 300V X2z MRHAIR 12 D/ UL 1059) 300V
M2 ME(AI JE B/ UL 1059) 15 A 4 MEBAE 1E D /UL 1059) 10A
SO E=E Atk Z|CHZf, AMEE -

SOUM E=E
o7
of 7| & HEA VPE Z0| 169.00 mm
VPE & 134.00 mm VPE =0| 51.00 mm

Only compatible with OMNIMATE basic products

P on drawing = pitch

Rated current related to rated cross-section & min. No. of poles.

Rated data refer only to the component itself. Clearance and creepage distances to other

components are to be designed in accordance with the relevant application standards.

* In accordance with IEC 61984, OMNIMATE-connectors are connectors without breaking
capacity (COC). During designated use, connectors are not allowed to be engaged or
disengaged when live or under load

* Long term storage of the product with average temperature of 50 °C and maximum humidity

70%, 36 months
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ETIM 8.0 EC002637 ETIM 9.0 EC002637
ETIM 10.0 EC002637 ECLASS 14.0 27-46-02-01
ECLASS 15.0 27-46-02-01
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