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CTI(Comparative Tracking Index, Hlx =400 Moisture Level (MSL)
=% K|%)
UL94 7t &5 V-0 HEHE Tl g
¥ =H 2E3 =2 MF el glojlof X 4.6 ym Ag
Huz2c, xa -40 °C 225, 2l 70°C
NE 2T, HA -50 °C HE 2%, FHof 125 °C
2= Hel MR, 2a -20°C 2= el 2, Zch 65 °C
IEC dZid|o|H
BEZ0 wet AlEetE IEC 60664-1, IEC 61984 A MRFR, = £(Tu=20°C) 160 A
HA M5, 2| = £(Tu=20°C) 160 A A ME, = £(Tu=40°C) 140 A
A MEF, 20 2 £(Tu=40°C) 140 A ME| MY SejA A MY /28 S 1000V
/2
MR Mt Sefa H4 Met/ 2E S5 1000V MR M2t A Y M/ 2E S5 800V
/2 /3
MR Mt SelA A dEA MRt/ 6 kV MR et Sl 34 dEA MRt/ 8 kv
QEEZ /2 ESZ /2
ME| 7‘.;'% SelA HA A et/ 8 kV CHAIZH LU ME 3 x Ts mit 1000 A
LE S 1/3
M7, 2 8 mm [A7tA, 2 5.6 mm
Rated data acc. to UL 508
Rated voltage 750V Rated current 160 A
Creepage distance, min. 11.2 mm Luftstrecke, min 10.1 mm
7 IE
of 7| & gtA VPE 0| 304.00 mm
VPE & 218.00 mm VPE =0| 51.00 mm
2 1 A
IPC &5 M2 HE2 =X 3 #F A 7|&0] o2t i, M= W HE =1, sHE HlolE AIEo HAIE
HZE EMZ F46HH IPC-A-610 "Class 2"0]l 12 ClXtel EME SEELICEL 2 MEol thgt =7t
SUS L AN ZEE & USFLCH
&0 Al * Additional variants on request
¢ |[EC-rated current is based on 20 °C ambiente temperature, further values see derating curve
¢ UL508-rated current based on 65 °C ambiente temperature and max. 20 devices
* Rated data refer only to the component itself. Clearance and creepage distances to other
components are to be designed in accordance with the relevant application standards.
¢ In accordance with IEC 61984, OMNIMATE-connectors are connectors without breaking
capacity (COC). During designated use, connectors are not allowed to be engaged or
disengaged when live or under load
¢ Long term storage of the product with average temperature of 50 °C and maximum humidity
70%, 36 months
==
=TT
ETIM 8.0 EC002637 ETIM 9.0 EC002637
ETIM 10.0 EC002637 ECLASS 14.0 27-46-02-01
ECLASS 15.0 27-46-02-01
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