CIOIE| AlE

AC SB M 100A 4POL CG 06KV

Weidmiiller 3£

Weidmiiller Interface GmbH & Co. KG
Klingenbergstralle 26

D-32758 Detmold

Germany

www.weidmueller.com

Uet =32 f|o|E

HH EfQFa dhM, AQ|X|, A9|X| C|AF{HE, 600 V AC,
100A, 4 &, &3 22X

FEHS 3103170000

=24 AC SB M 100A 4POL CG 06KV

GTIN (EAN) 4099987148375

= 1 items

=M =R} 24.01.2026 04:52:12 MEZ

HiE i)

e/ =H


https://eshop.weidmueller.com/p/3103170000

Weidmiiller 3£

Weidmiiller Interface GmbH & Co. KG
Klingenbergstralle 26

D-32758 Detmold

Germany

CIOIE| AlE

AC SB M 100A 4POL CG 06KV

www.weidmueller.com

71& HlolE

20|
O b
&l
ROHS ESPN
X% U 5
Zl0] 121.1 mm 20| (QI%]) 4.7677 inch
=0| 165 mm =0[ (2UXl) 6.4961 inch
L{d| 140 mm £ (2URI) 5.5118 inch
== 7739
2T
FHI2E -25°C..50 °C
HAME AL ES
RoHS &4~ ALEl 4, 02 o|=x
REACH SVHC 0.1 wt% 0|Ate| SVHC g2

=

o
A2t 244 54
Uit cf|o|Ef
EE 74 IEC 60947-3 BHE =G IP66, IP65
=PIEbN| HE Ao HH(HICIOA >

1km)
£51 RIH AL|X]
Y RE AC =& HY 690V
HANME 100 A NC HE I HE + 0
M7 = M HELXICHRE 100 A AM 89 Screw tension clamp 6 -
35 mm?2

Chak XiCt 7|5 15 kA o MR 1500 A
4 o3 =7 1500 A A MFOIA Xt T AfO|E £ 1500
A Y7 EF M2 (10000) HAQUNMEF 600 A
No EHol HEH £ 4
=3
H QI A2X2 C|XI2l Yes AP =R E HiM EER] No
=H2
=TT
ETIM 8.0 EC000216 ETIM 9.0 EC000216
ETIM 10.0 EC000216 ECLASS 14.0 27-37-14-03
ECLASS 15.0 27-37-14-03

=M =R 24.01.2026 04:52:12 MEZ

FEZO Mef /=H



CIOIE| AlE

AC SB M 100A 4POL CG 06KV

71& HlolE

AIZAIE

o°
2]

Weidmiiller 3£

Weidmiiller Interface GmbH & Co. KG
Klingenbergstralle 26

D-32758 Detmold

Germany

www.weidmueller.com

™~

Aty

Load break Switch in
polyester housing.
Suitable for disconnection
on the AC side.

Number of poles: 4

Rated operational current
(le) (le):

- according to IEC (AC-21):
100 A

Rated operational voltage
(Ue):

- according to IEC: 690 V
Suitability for use:
Emergency Stop Switch:
Yes

Main Switch: Yes Number
of contacts normally open:
4

Number of contacts
normally closed: O
Number of switching
positions: 2

Lockable: Yes

The switch is mounted
using 4 screws.
Protection class (IP): 65
Polyester housing with
knockouts for cable glands
PG 16/21.

Dimensions HxWxD:
165x140x121 mm.
Approved according to
Low-voltage Switchgear
and Controlgear: IEC
60947-3, DIN VDE 0660
Part 107 (EN 60947-3)
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