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OcHoOBHbIEe flaHHbIe ANA 3aKa3a

3akas Ne 2643270000
Tun CH 3.81/06/180F 3.56SN GN BX
GTIN (EAN) 4050118643701
Kon. 312 Wryka
MpopykTHoe oTHoweHne |EC: 320V /8 A
UL: 300V /8 A
Ynakoeka Awmnk

-

RoHS

\/comrum
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Ceptudukartbl

,EI,OI'I\/CKVI K 3Kcnnyatauumm

cus

ROHS CooTBeTCTBOBaTH
UL File Number Search Cawnt UL
Ceptudukat Ne (cURus) E60693
Pasamepbl u maccbl

Macca HeTTO 234¢g

JKonornuecKkoe COOTBETCTBUE U3genus

CocTtosaHue cooTtBetcTBuA ROHS

COOTBeTCTByeT C ncknrovyeHnem

Ucknouerne ns RoHS (ecnun 6¢c

NPUMeHUMO/N3BECTHO)

REACH SVHC Lead 7439-92-1

SCIP 2fbe7231-4ad 1-4dcb-8e0f-b 14defbd9d78

YnakoBka

YnakoBka Awmk OnuHa VPE 169.00 mm
VPE ¢ 136.00 mm Bobicota VPE 51.00 mm

CucremHble XapakTepUucTuKm

Cepua usgenua

OMNIMATE Signal —
cepuna BL/SL 5.08

Bua coeanHeHns

CoeauHeHue ¢ nnaTom

MoHTax Ha neyaTHOW nnaTe CoegnHenue THT nop Lar B mm (P) 3.81 mm

naviky
Lar B groimax (P) 0.150" Yron BuiBOga 180°
KonunyectBo nontocos 6 KonnyecTBO KOHTaKTHBIX WTbIPbKOB HA 1

nontoc

OnvHa wrndTa ana npunaikwu (1) 3.5 mm Pasmeptl BLIBOJOB rnoja namnky 0,8 x0,8 mm
[NuameTp oTBEpCcTMA NpUnorHoro ywka 1.3 mm L1 B MMm 19.05 mm
(D)
L1 B gronmax 0.750" Konnuectso pagos 1
KonnuyectBo NontocHbIX pAfoB 1
HdaHHble 0 maTepuanax
MN3onaumoHHbIn maTepunan PA GF LiBeToBOI KO 6neHO-3eN€eHbIN
Tabnuua LBeTOB (aHanoruy.) RAL 6021 'pynna nsonaunoHHoro matepuana |
Moisture Level (MSL) Knacc noxapoctonkoctu UL 94 V-0
OCHOBHOW MaTepuan KOHTaKTOB CnnaB meau MaTtepuan KoHTakTa CnnaB meau
[MoBepxHOCTL KOHTaKTa NY)XXEeHble Tun nyxeHus MaTOBbI
TemnepaTypa XpaHeHWUs, MUH. -40 °C TemnepaTypa XpaHeHua, Makc. 70°C
Pa6bouaa Temnepartypa, MUH. -40 °C Pa6bouana Temnepartypa, Makc. 105 °C
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HomuHanbHbie xapakTepuctuku no IEC

HoMuHanbHbI TOK, MUH. KON-BO 8A
koHTakToB (Tu = 20 °C)

HomuHanbHoe umnynscHoe HanpsxeHue 320 V
npwv KaTeropumn nomexosatymiyeHHocTn/
KaTteropua sarpasHenus |1/2

HomuHanbHOe umnynscHoe HanpsxeHue 160 V
npu KaTeropvm noMexosalmiieHHocTn/
KaTteropwua 3arpasHeHua lll/2

HomuHanbHoOe umnynscHoe HanpsxeHue 160 V
npu KaTeropuv NOMexosaluieHHocTr/
KaTteropwua sarpasHenus lll/3

HomuHanbHoe umnynbcHoe HanpsaxeHue 2.5 kV
npu KaTeropvm nomexosatmiieHHocTn/
KaTteropua sarpasHeHus |1/2

HomuHanbHoe umnynbcHoe HanpaxeHue 2.5 kV
npu KaTeropuv nomexosawueHHocTn/
KaTeropusa sarpasHeHus lll/2

HomuHansHOe umnynscHoe HanpsaxeHue 2.5 kV
npu KaTeropun nomexosawmnieHHocTn/
KaTteropwua sarpasHeHus lll/3

HomuHanbHble xapakTepucTuku no CSA

HomuHanbHoe HanpsxeHue (rpynna 300V
ucnonb3oBaHma B/CSA)

HomuHanbHbIV TOK (rpynna 8A
ucnonbsosaHua B/CSA)

HomuHanbHble xapakTepucTtuku no UL 1059

WHcTuTyT (CURUS) CURUS Ceptudukat Ne (cURus) E60693
HomuHanbHOe HanpsxeHue (rpynna 300V HomuHanbHbIV TOK (rpynna 8A
ucnonbsoBaHua B/UL 1059) ucnonbsosaHua B/UL 1059)
Ccbinka Ha yTBepXXaeHHble 3HaYeHuA B TexHuuyeckmx

XapakTepucTnkax

npuBeaeHbl MakcumasbHoe
3HauyeHwun, NoapobHbie

cBefleHUs CM. B
cepTtudukaTte o6
YTBEPXAEHUMN.

BaxHoe npumeyvyaHue

MpumeyaHna ¢ Only compatible with OMNIMATE basic products

* P on drawing = pitch

* Rated current related to rated cross-section & min. No. of poles.

* Rated data refer only to the component itself. Clearance and creepage distances to other
components are to be designed in accordance with the relevant application standards.

* In accordance with IEC 61984, OMNIMATE-connectors are connectors without breaking
capacity (COC). During designated use, connectors are not allowed to be engaged or
disengaged when live or under load

* Long term storage of the product with average temperature of 50 °C and maximum humidity
70%, 36 months

Knaccudukaumn

ETIM 8.0 EC002637 ETIM 9.0 EC002637
ETIM 10.0 EC002637 ECLASS 14.0 27-46-02-01
ECLASS 15.0 27-46-02-01
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HOLE PATTERN
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